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Preface
The Operating Instructions must always be within each of the hand crimping 
tool. This Crimp System Tool may be used only for the intended application and 
in strict compliance with all applicable safety rules, regulations and practices. 
It must be properly maintained, undamaged and in good working order. Un-
authorized modification is prohibited and voids the manufacturer’s warranty. 
Always wear safety glasses with side shields and appropriate personal pro-
tective equipment.

  Misuse may cause personal injury.
 Keep out of reach of children!
 Never insert fingers between the jaws of the tool!

Tool-free exchange of the Crimp Head Crimping process
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Crimp head

 
Handles

1    Crimp cavities
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Wire Stop

 

(for some series)
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Cavity related 
info (contact or-
der code, AWG)
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Partnumber of 
crimp head
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Fast Mounting

 
System
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Quick release

 
(lock)

1    Fully open the handles.
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Release the locking pins by 
pressing. Turn around the 
tool and pull out the locking 
pins until end position.
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The tool is now ready to use.
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Choose the suitable crimp head 
according to the table on page 2. 
Place the crimp head (A) and

 

lock the pins (B). 

 

Attention: Be sure that the

 

marking area is on the same side 
on the handles and on the head.
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Insert the crimp contact (I) 
into the feeder (II) of the 
appropriate crimp cavi-
ty (according to the table 
on page 2) (A). Be careful 
about the contact orien-
tation in the feeder : the 
contact wings must do a

 

«V» like shown on the 

 
 

picture of step 2. Close 

 
 

the feeder (B) and (if pre-

 
 

sent) push the wire stop (C).
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Actuate the tool (E) until it 
opens again automatically (F).
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Insert the correctly stripped 
cable into the contact until 
the wire hit the wire stop (D).

4   

 

Remove crimped contact.


