CUSTGMER TERMINAL | RoHS | LEAD(Pb)—FREE

Sn96%, Ag4% Yes Yes
——O-
- ——
PART MUST INSERT FULLY TO * DIMENSION MAY BE EXCEEDED WITH SOLDER ONLY - —O0—
SURFACE A IN RECOMMENDED GRID T ———
8.028(8) DOT LOCATES TERM. #1 . . WURTH ELEKTRONIK
[.70] ELECTRICAL SPECIFICATIONS @ 25°C unless otherwise noted:
138/.177 * | 661 MAX.(B), 818 MAX.
[3.50/4.50] [16.20] [20.78] ‘ PARAMETER TEST CONDITIONS VALUE
0 ‘ Q / ‘ D.C. RESISTANCE 1-2 @20°C 4.680 ohms +10%
8O o1
IN 1] ﬁ ] \ [ ] D.C. RESISTANCE 3—4 @20°C 1.430 ohms +10%
Hre o] 3 836 max. || o D.C. RESISTANCE 8-5 tie(8+7, 5+6), @20°C 0.038 ohms *20%
i T - & [21.24] 750370833
Mo o3[ Hg ) e B | INDUCTANCE 1-2 10kHz, 100mVAC, Ls 1.5mH +15%
o | I —
I Tl & / SATURATION CURRENT 1-2 |  20% rolloff from initial 800mA
?&31 ‘ _046 \u ‘ tie(3+4, 5+6+7+8)
1e s )
LEAKAGE INDUCTANCE 1-2 100KHz, 100mVAC, L 25.0uH typ., 37.0uH max.
TERM. NO.’s FOR REF. ONLY LOT CODE & DATE CODE tie(2+3 5+6) i
ALTERNATE MARKING DETAIL DIELECTRIC 1-8 4000VAC, 1 second 4000VAC, 1 minute
DIELECTRIC 1-4 2000VAC, 1 second 2000VAC, 1 minute
4.047(8) 501 TURNS RATIO (1-2):(8-5), tie(8+7, 6+5) 10.21:1, +1%

[1.20] | D500 TURNS RATIO (1-2):(3-4) 5961, +1%
PRI < (®
144-622VDC 4 RS
|

70kHz
SEC 71:777:1
12V, 1A 197(6) J _ _
|
-

[5.00] ! GENERAL SPECIFICATIONS:
’7’% OPERATING TEMPERATURE RANGE: —40°C to +125°C including temp rise.

O—s .
AUX
20V, 50mA @
e RECOMMENDED Safety standard undefined.

. . P.C. PATTERN, COMPONENT SIDE
Cust to tie t Is 8+7 d ’
us omerSfG ':n e,;,rgqlggusw an Designed to meet K.21, 6kV (1.2 x 50usec, 5t repetitions) surge test between
PRI and SEC.

Application of the transformer allows

for the leadwires between terminals 8&7
and 5&6 to solder bridge.

Wire insulation & RoHS status not affected by wire color.
Wire insulation color may vary depending on availability.
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